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Dynex® Type Tips
and Strips

Accumax Dynex® Type Tips and Strips are designed for use with the most popular third party
robotic liquid-handling workstations. Robotic tips are subject to tighter tolerances than tips for
handheld pipettes. They can also bring greater efficiency and lower costs as an accessory to
automation platforms. Developed in a modern production line and under cleanroom conditions,
Accumax Dynex®Type Tips and Strips are manufactured to guarantee the highest quality
specifications for the compatibility and cleanliness that contributes to bring greater efficiency and
lower costs to a lab by delegating the time-consuming task of pipetting liquids to a robotic
module.

Note: The validation of the tips on the instrument for specific application is within the
responsibility of the user

300l Sample Tips, Blue 1300ul Reagent Tips, White

Dynex DSX® and DS2° are registered trademarks of Dynex Technologies.
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Product Features

Recommended for use
with Dynex DSX® and

DEZT s =i Manufactured from highest quality

specification under clean room l ]
condition at I1SO certified 9001 and

13485 facility.

Raw material used is
USP class VI resins

State of the art quality
control and Ideal for high
throughput analysis

Volume for sample tips: 5 - 300 ul
Volume for reagent tips: 20ul - 1300ul

108 tips in one optimized
container with lid

Dilution strips of 8 wells in PP material.
Suitable for use on third party robotic
instruments like Dynex DSX® and DS2°

CE IVD Approved

Dynex DSX® and DS2° are registered trademarks of Dynex Technologies.



Ordering Information

Accumax Dynex® Type Tips

Cat. No. Description Qty / rack Qty / Pack Qty / Case
. . . 40 Rack per case
®© 108 t 4x 108 t .
ADTT-300-R Accumax Dynex® type sample tips, IVD ips X ips or 4320 tips per
300uL, blue per rack per pack .
case in total
. . . 40 Rack per case
e 108 t 4x108t .
ADTT-1300-R Accumax Dynex® type re.agent tips, IVD ips X ips or 4320 tips per
1300uL, white per rack per pack .
case in total

Accumax Dynex® Type Dilution Strips

Cat. No. Description

Packed

Working volume

ADTD-2 Deep well Dilution Strips

250

2ml

sl ACCUMAX LAB DEVICES PVT. LTD.
Plot No 15, 16 & 32, GIDC Electronic Park SEZ,

Kolavada Road, Gandhinagar-382026,
Gujarat, India.

www.accumaxlab.com

REP
c E mdi Europa GmbH

Langenhagener Str. 71, D-30855

Hannover Langenhagen, Germany

*We also execute OEM projects. Specifications can be changed without notice for quality improvement.
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